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ZERTIFIKAT ¢ CERTIFICATE ¢

CERTIFICATE

Product Service

No. Z2 1504 66213 074

Model(s):

Parameters:

Tested
according to:

Production
Facility(ies):
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LMO001; LM002; LM002SW; LMO003; LMO004; LMO00S5;
LMO006; LMO006-1;

LMOO07; LM008; LM009; LM010; LM014; LM014SW;
LM100; LM101; LM102; LM103

LM200; LM201; LM202; LM202-1; LM203; LM204;,
LM205; LM207;

LM207S; LM208; LM209; LM210; LM211; LM212;
LM213; LM214;

LM214-1; LM215; LM217; LM217-1; LM218; LM219;
LM220; LM225

LM300; LM300-1; LM300-2; LM300-3; LM300-4,
LM300-5; LM300-6;

LM301; LM310;

LIUO.6RW;

NW101; NW102; NW201; NW202; NW210;

PV012;

Combination playing construction with slides,

ramps, stairs, climbing nets, walls, platforms,

bridges and fireman's pole.

Wodden Posts or Aluminium profiles Posts: 98x98 mm
Fireman's pole: galvanized steel

Walls: plywood or PE panels

Platforms: 110 x 785 x 785 mm

DIN EN 1176-1:2008
EN 1176-1:2008
DIN EN 1176-2:2008
EN 1176-2:2008
DIN EN 1176-3:2008
EN 1176-3:2008
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